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Use Lightning Arrester212 

Power lightning arrester and signal lightning arrester are used for lighting protection.

Power lightning arrester is used for limiting the voltage surge due to a lightning. If an 
outdoor AC power cord should be directly connected to the device, please use a power 
lightning arrester.

Note: Power lightning arrester is not provided with our product. If needed, please self 

purchase it.

Signal lightning arrester is used to protect RJ45 ports of the device from lightning. 
When cabling outdoors, please install a signal lightning arrester before connecting the 
cable to the device.

When purchasing or using a signal lightning arrester, please observe the following 
rules: 

The port rate of the signal lightning arrester should match the rate of the desired port  ■

on the device. If it is not matched, this signal lighting arrester will not work. Purchase 
a standard lightning arrester. 

Install signal lightning arrester near the protected device and connect it to the   ■

ground via a shorter ground cable. 

Ethernet CableEquipotential Bonding CableGrounding Terminal

Signal Lightning Arrester Device

Lightning Arrester ConnectionFigure 3-4  

Note: Signal lightning arrester is not provided with our product. If needed, please self 

purchase it.

Lightning Protection
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Connection

ConnectionChaCter 2  

Ethernet Port21C 

Connect the Ethernet ports of the Switch to the network devices by RJ45 cable as the 
following figure shown.

RJ45 CableRJ45 Port

Connecting the RJ45 PortFigure 4-1  

SFP Port211 

Connect the SFP port to a SFP module. For TL-SG3216/TL-SG3424, if an SFP transceiver 
(purchased separately1 is installed in a slot and has a valid link on the port, the 
associated RJ45 port will be disabled and cannot be used.

SFP Port

Inserting the SFP ModuleFigure 4-2  

Note:
The TL-SG3216/TL-SG3424 Switch supports 100/1000Base-FX SFP module at full-
duplex mode. When using a SFP module, you need log on to the GUI of the Switch and 
configure the corresponding Speed and Duplex mode on Switching→Port→Port 
Config page. TL-SG3210 supports 1000M SFP module connection only.

SFP Module
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Connection

Console Port212 

CLI (Command Line Interface1 enables you to manage the Switch, thus you can load 
the CLI after connecting the PCs or Terminals to the console port on the Switch via the 
provided cable.

Connect the console port of the device with your computer by the console cable as the 
following figure shown.

Connecting the Console PortFigure 4-3  

You can also manage the device through the console port, for details please refer to the 
CLI Reference Guide on the resource CD.

Note:
The console port is the first port on the left of the front panel. ■

Please keep the device power off when plugging the console cable. ■

Do not connect the console port with other ports by RJ45 cable. ■

Verify Installation212 

After completing the installation, please verify the following items:

 There are 5~10cm of clearance around the sides of the device for ventilation and the  ■

air flow is adequate.

The voltage of the power supply meets the requirement of the input voltage of the  ■

device.

 The power socket, device and rack are well grounded. ■

 The device is correctly connected to other network devices. ■

Power On  214 

Plug the female connector of the provided power cord into the power socket of the 
device, and the male connector into a power outlet as the following figure shown.
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Connecting to Power SupplyFigure 4-4  

Note: The figure is to illustrate the application and principle. The power cord you get 

from the package and the socket in your situation will comply with the regulation in 

your country, so they may differ from the figure above.

Initialization214 

After the device is powered on, it begins the Power-On Self-Test. A series of tests  
run automatically to ensure the device functions properly. During this time, its LED 
indicators will respond as follows.

For TL-SG3210 Switch:

The Power LED indicator will light on all the time. ■

The LED indicators of all the ports will light on for several seconds and then turn off  ■

after the initialization.   

The System LED indicator will flash, which represents a successful initialization. ■

For TL-SG3216/TL-SG3424 Switch:

 The Power LED indicator will light on all the time. ■

After keeping off for several seconds, the LED indicators of all the ports will flash  ■

momentarily and then turn off again after the initialization.  

The System LED indicator will flash, which represents a successful initialization. ■

Connection
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ConfigurationChaCter 4  

Configure the Switch via GUI41C 

To access the GUI of the Switch, open a web browser and type the default 1. 
management address http://192.168.0.1 in the address field of the browser, then 
press the Enter key.

Web BrowserFigure 5-1  

Note: To log on to the GUI of the Switch, the IP address of your PC should be set in 

the same subnet addresses of the Switch. The IP address is 192.168.0.x ("x" is any 

number from 2 to 2541, Subnet Mask is 255.255.255.0.

For the detailed instructions as to how to do this, please refer to Appendix B in the 

User Guide on the Resource CD.

Enter admin for the default User Name and Password, both in lower case letters. 2. 
Then click the Login button or press the Enter key.

LoginFigure 5-2  

After a successful login, the main page will appear as the following figure, and you 3. 
can configure the function by clicking the setup menu on the left side of the screen.

Configuration
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Main Page of the SwitchFigure 5-3  

Configure the Switch Using CLI411 

You can log on to the Switch and access the CLI by the following two methods:

Log on to the Switch by the console port on the Switch. ■

Log on to the Switch remotely by a Telnet or SSH connection through an Ethernet  ■

port.

Logon by a Console Port ■

To log on to the switch by the console port on the Switch, please take the following 
steps:

Connect the PCs or Terminals to the console port on the Switch by a provided cable.1. 

Click Start2. →All Programs→Accessories→Communications→Hyper Terminal to open 
the Hyper Terminal as the following figure shown.

Open Hyper TerminalFigure 5-4  

Configuration
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The Connection Description Window will prompt as Figure 5-5. Enter a name into the 3. 
Name field and click OK.

Connection DescriptionFigure 5-5  

Select the port to connect in Figure 5-6, and click OK.4. 

Select the port to connectFigure 5-6  

Configure the port selected in the step above as the following Figure 5-7 shown. 5. 
Configure Bits per second as 38400, Data bits as 8, Parity as None, Stop bits as 1, 
Flow control as None, and then click OK.

Configuration
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Port SettingsFigure 5-7  

Type the User name and Password in the Hyper Terminal window, the factory default 6. 
value for both of them is admin. The DOS prompt” TP-LINK>” will appear after 
pressing the Enter button as Figure 5-8 shown. It indicates that you can use the CLI 
now.

Log in the SwitchFigure 5-8  

Logon by Telnet ■

To log on to the switch by a Telnet connection, please take the following steps:

Make sure the switch and the PC are in the same LAN.1. 

Click Start2. →Run to open the Run window.

Configuration
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Open the Run windowFigure 5-9  

Type cmd in the prompt Run window as Figure 5-10 and click OK.3. 

Run WindowFigure 5-10  

Type telnet 192.168.0.1 in the command prompt shown as Figure 5-11, and press the 4. 
Enter button.

Connecting to the SwitchFigure 5-11  

Configuration
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Type the User name and Password (the factory default value for both of them is 5. 
admin1 and press the Enter button, then you can use the CLI now, which is shown as 
Figure 5-12.

Log in the SwitchFigure 5-12  

For detailed CLI configuration instructions, please refer to the CLI Reference Guide on 
the resource CD.

Configuration 
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TroubleshootingACCendiA A  

What could I do if I forgot the username and Cassword of the Switch?QC1 

Connect the console port of the PC to the console port of the Switch and open hyper 1. 

terminal. 

Power off and restart the Switch. When you are prompted that “Press CTRL-B to enter 2. 
the bootUtil” in the hyper terminal, please press CTRL-B key to enter into bootUtil menu 
shown as the following figure.

Enter the reset command to reset the system. Th system will be reset to the factory 3. 
default settings, and the default login user name and password are both admin.

Why does the Power LED work abnormally?Q11 

The Power LED should be lit up when the power system works normally. If the Power LED 
worked abnormally, please take the following steps:

Make sure that the power cable is connected properly, and the power contact is normal.1. 

Make sure the voltage of the power supply meets the requirement of the input voltage of 2. 
the Switch.

Restore the Switch to the factory default settings.3. 

What could I do if I could not access the web-based configuration Cage?Q21 

You are recommended to check the following items:

Check every port LED on the Switch and make sure the cable is installed properly.1. 

Try another port on the Switch and make sure the cable meets the requirement and 2. 
works normally.

Turn off the power. After a while, turn on the power again.3. 

Make sure the IP address of your PC is set within the subnet of the Switch.4. 

If you still cannot access the configuration page, please restore the Switch to its factory 5. 
defaults. Then the IP address should be set as 192.168.0.x ("x" is any number from 2 to 
2541 and Subnet Mask as 255.255.255.0.

Why does the hyCer terminal disClay abnormally?Q21 

Please check as follows:

Make sure the power supply is normal and the console cable is properly connected.1. 

Check if the console cable is the right type.2. 

Ensure the parameters of the hyper terminal are correct: configure Bits per second as 3. 
38400, Data bits as 8, Parity as None, Stop bits as 1, and Flow control as None.

Troubleshooting
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Hardware SCecificationsACCendiA B  

Item Content

Standards

IEEE 802.3 10Base-T Ethernet

IEEE 802.3u 100Base-TX/100Base-FX

IEEE 802.3ab 1000Base-T 

IEEE 802.3z 1000Base-X

IEEE 802.3x Flow Control

Transmission Medium

10Base-T: UTP/STP of Cat. 3 or above

100Base-TX: UTP/STP of Cat. 5 or above

100Base-FX: MMF or SMF SFP Module (Optional1

1000Base-T: 4-pair UTP (≤100m1 of Cat. 5, Cat. 5e, and 
Cat. 6 or above

1000Base-X: MMF or SMF SFP Module (Optional1

LEDs Power, System, 1000Mbps, Link/Act

Operating Temperature 0℃~40℃

Storage Temperature -40℃~70℃

Operating Humidity 10%~90%RH Non-condensing

Storage Humidity 5%~90%RH Non-condensing

Hardware Specifications 
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Technical SuCCortACCendiA C  

For more help, please go to: www.tp-link.com/support/faq.asp ■

To download the latest Firmware, Driver, Utility and User Guide, go to: ■

www.tp-link.com/support/download.asp

For all other technical support, please contact us by using the following details:  ■

Global Tel: +86 755 26504400 
E-mail: support@tp-link.com
Service time: 24hrs, 7days a week

Singapore Tel: +65 62840493 
E-mail: support.sg@tp-link.com
Service time: 24hrs, 7days a week

UK Tel: +44 (01 845 147 0017 
E-mail: support.uk@tp-link.com
Service time: 24hrs, 7days a week

USA/Canada Toll Free: +1 866 225 8139 
E-mail: support.usa@tp-link.com
Service time: 24hrs,7days a week

Australia & New Zealand Tel: AU 1300 87 5465   NZ 0800 87 5465
E-mail: support@tp-link.com.au
Service time: 24hrs, 7 days a week

Malaysia Tel: 1300 88 875465 (1300 88TPLINK1  
Email: support.my@tp-link.com
Service time: 24hrs, 7 days a week

Turkey Tel: 444 19 25 (Turkish Service1
E-mail: support.tr@tp-link.com
Service time: 9:00 AM to 6:00 PM, 7 days a week

Italy Tel: +39 02 66987799
E-mail: support.it@tp-link.com
Service time: 9:00 AM to 6:00 PM, Monday to Friday

Indonesia Tel: (+62 1 021 6259 135

E-mail: support.id@tp-link.com

Service time: 9:00 -12:00 ; 13:00 -18:00 
( From Monday to Friday , except public holidays 1

Germany/Austria Tel: +49 1805 875465 (German Service1 / +49 1805 
TPLINK
E-mail: support.de@tp-link.com
Fee: 0.14 EUR/min from the German fixed phone 
network and up to 0.42 EUR/min from mobile phone
Service time: Monday to Friday 9:00 AM to 6:00 PM 
GMT+ 1 or GMT+ 2 (Daylight Saving Time in Germany1
*Except bank holidays in Hesse

Switzerland Tel: +41 (01848 800998 (German Service1
E-mail: support.ch@tp-link.com
Tel: +41 (01848 800998 (German Service1 
Fee: 4-8 Rp/min, depending on rate of different time
Service time: Monday to Friday 9:00 AM to 6:00 PM, 
GMT+ 1 or GMT+ 2 (Daylight Saving Time1

Technical Support
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